1/11 




□ 
If 



Q 

■ ill 
in 

P 




3/11 



Receive Request To Discover Fabric 
Attached Devices 
310 



Request Fabric To Identify All Fabric 
Devices Available To Host System 
320 



Receive List Of Identified Fabric 
Devices From Fabric 
330 



Provide List To User 
340 



Select Subset Of Fabric 
Devices 
345 



Receive A Request To On-Line A 
Subset Of Identified Fabric Devices 
350 



Create A Node For Each Fabric 
Device The Subset 
360 



Store The On-Line Status For The 
Subset Of Fabric Devices 
370 



FIG. 3 




FIG. 4 



5/1 1 



Host System 508 



Administration 
Application 
502 










Persistent 
Repository 
506 








Fabric Driver 
504 








FIG. 5 




Direct Attach 



Determine Link Type 
612 



Fabric 



Discover All 
Device Nodes 
614 



Designate Link As 
Fabric Link, No 
Discovery 
616 



FIG. 6 



7/1 1 



Administration Application Requests 
Fabric Device List 
702 

i 

Fabric Driver Receives Request, 
Obtains List Information, And Returns 
List 
704 

i 

Admin. App. Receives List. 
Subset Of Devices Selected Through 
Admin App 
706 

i 

Admin. App. Calls Fabric Driver To 
Online Selected Fabric Devices 
708 

i 



Driver Onlines Selected Devices 
710 



v 



Persistent Repository Updated To 
Indicate Devices Currently Onlined 
712 

i 

Update Library To Reflect Any 
Changes 
714 



FIG. 7 



8/1 1 



Admin. App. 
502 



Library 
503 



Fabric Driver 504 



FCP Driver 
802 



Persistent 
Repository 
506 



Events 



FC Transport Layer 
804 



FCA Driver(s) 
808 



Host System 
800 



Fabric 
510 



FIG. 8 



9/11 



System Administrator Launches 
Administration Application 
902 

System Administrator Uses Admin. 
App. to Request List of Devices 
Available On One Or More Fabric 
Ports 

904 

Admin. App. Makes Call to Library 
Interface To Obtain List 
906 

Library Calls FCP Module To Obtain 
List 

908 

+ 

FCP Module Calls Port Driver 
Module(s) For Port(s) For Which 
Request Made 
910 

I 

. Port Driver Module(s) Query Fabric 
Name Server To Obtain Device 
Information And Then Return The 
Information To FCP Module 
912 

FCP Module Selects SCSI Devices 
And Returns List Of SCSI Devices To 
Library 
914 

I 

Library Passes List To Admin. App. 
916 

I 

Admin. App. Displays List To System 
Administrator 
918 



10/11 



System Administrator Chooses Subset 
Of Devices From List To Be Onlined 
932 

Admin. App. Calls FCP Module (via 
library) To Online The Selected 
Devices 
934 

* 

FCP Attempts To Online (using port 
driver services) Each Selected Device 
And Reports Successful Online To 
Library 

936 

* 

Library Updates Persistent Repository 
To Reflect Currently Onlined Devices 
938 



FIG. 10 



Device State Change 
950 



I 



FCP Informs Library/Application Of 
Change In Device Status 
952 



i 



Library Updates Persistent Repository 
To Reflect Change 
954 



FIG. 11 



11/11 




Admin. App. Reads Persistent 
Repository 
972 

Admin. App. Calls FCP Module (via 
library) To Online The Devices 
Indicated By The Persistent Repository 
974 

FCP Attempts To Online (using port 
driver services) Each Indicated Device 
And Reports Successful Online To 
Library 
976 

* 

Library Updates Persistent Repository 
To Reflect Currently Onlined Devices 
978 



FIG. 12 



